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The Maintenance Welding Solution
Aluminum Welding Steel Welding



is an innovative, versatile welder that is revolutionizing the maintenance and repair 

industry.  Permanent, high quality welds can be made in any weather without the need for a 

welding generator or inverter power source.  More repairs can be performed in the field or repair

site with lower overhead costs.  Built to last in military applications,

features die cast aluminum chassis, heavy duty motor

with optical encoder and programmed microprocessor 

control circuit to monitor feed and weld functions

for consistent welds.

controls are at the

welders fingertips.  An optional

voltage control circuit allows 

voltage to be stepped down for

welding thin gauge steel without burn-through.

LED’s indicate power status, polarity and low battery warning.

uses DC power from 2 (or 3) 12V deep cycle batteries (not included) to weld

steel or aluminum and can also be used as a spool gun with the conventional

welder, set on constant voltage output. uses 2lb. size spools of solid GMAW

(MIG) or flux core self    shielding (FCAW) wire from .023 to .045 diameters to weld

materials up to 1/2" thick.

Professional Portable Battery-Powered MIG Welder

     • Dual mode operation- PRO-MIG can be used as a stand-alone welder with

battery power source or as a MIG spool gun for a conventional welder

when used with an accessory voltage regulator.

• Die cast aluminum chassis-all hardware is mounted to this internal chassis

(frame). It supports the motor, drive assembly. trigger, micro switch, 

gas valve, circuit board and wire spool.

• Wire speed control is at the welder's fingertips. Large knob has easy to

read numbers. Each graduation represents 100 inches (250cm) per minute

(ipm). Operating range of 50-1,000 ipm (125 -2,500 cm/minute).

• Voltage control dial integral to gun is for use with the accessory voltage

control unit, "VCU," to allow reduction of voltage for welding on thin metal.

• Spring loaded, hinged top cover for easy electrode loading. Over sized

knob is easy to grasp while wearing gloves.

• Heavy duty drive mechanism includes high torque 12 volt industrial motor

containing oversized windings and ball bearings to ensure maximum life.

• Knurled gearing is steel. Tension wheel has ball bearings.

• Locking cam tension release lever means easy electrode loading. 

PRO-MIG does not require application of constant pressure to 

offset spring loaded tension wheel.

• LED indicators for power on, polarity, low battery and motor overheat 

condition.

• PRO-MIG operates at 50% duty cycle, which means PRO-MIG can be

used for 5 minutes of arc-time in a 10 minute period to stay within the 

operating temperature parameters

• Programmed microprocessor controls and monitors feed and weld 

functions. Together the optical encoder and microprocessor yield speed

control with the least variance. More consistent speed means more 

consistent welds. Battery levels are also monitored.

• Handle mounted micro switch is more durable than board mounted 

switches. Micro switch and gas valve are both operated directly off the 

trigger.

• PRO-MIG can be used to weld with: Steel - Solid wire

Steel - Self shielding wire

Aluminum - Solid wire

Hardfacing - Cored wire

Welder Features

Serving America’s Military Welding NeedsServing America’s Military Welding Needs



These MIG Electrodes Included in Pro-Mig Kit - 2 lb. Spools

Always Wear the Appropriate Safety Apparel

Accessory Power Converter 

Part# 7025

Pro-Mig can be used as a spool gun with

the conventional welder, set on constant

voltage output, using Accessory Power

Converter (Part# 7025)

20 Ft. Cord Battery Jumper Cable

Battery Harness

Nozzle and 6 Tips (3)

.030, (3) .035

Shielding Gas Adapter -

Size “B”
Assortment of 16

2 lb. MIG Wire Spools
Pro-Mig Manual and

Video CD (#93036)

Storage Tool Box

Welder Kit #10000 Included Accessories:

Inside of Storage Tool Box with the PRO-MIG welder

Part No. .030 Part No. .035 GAS Description

10050 10051 None True Blue Mild Steel

- 10054 None Old Faithful All Steels

- 10060 None Cool Coat Stainless Steel

Part No. .030 Part No. .035 GAS Description

- 10015 75/25 True Blue Mild Steel

- 10020 75/25 Sand Dune Med. Carbon Steel

- 10024 75/25 Cool Coat Stainless Steel

Part No. .030 Part No. .035 GAS Description

10074 10075 75/25 True Blue Mild Steel

10079 10080 75/25 Sand Dune Med. Carbon Steel

- 10070 75/25 Old Faithful All Steels

- 10085 75/25 Cool Coat Stainless Steel

10096* 10097* ARGON Snow Cap Aluminum*

- 10090 ARGON Copperhead Cast Iron

Flux Cored Gasless

Solid Wire

Flux Cored

Pro-Mig Accessories Included in Kit

*Snow Cap - 1lb. spools

Military Vehicle 24 Volt Slave Plug

Part# 7023

Pro-Mig can be used with military Vehicles

24 Volt Slave Plug with Cam-Lok quick

connect

Cam-Lok Adapter Harness

Part# 7024

Cam-Lok adapter harness, for use with the

Slave Plug (Part# 7023)

P.O. BOX 1478, CYPRESS, TEXAS 77410-1478    PHONE:  281.807.0757          INTERNET:  www.freedomalloys.com         EMAIL:  sales@freedomalloys.com

Technical Hotline:  800.980.2164



P.O. BOX 1478, CYPRESS, TEXAS 77410-1478    PHONE:  281.807.0757          INTERNET:  www.freedomalloys.com         EMAIL:  sales@freedomalloys.com

Technical Hotline:  800.980.2164

BF# 92866
Revised 10/10/2007

Transport the Pro-Mig Portable
MIG Welder Kit easily with the

convenient extension handle, fold
down handles, and heavy duty

quad wheels.

Portable Battery Powered MIG Welder
Kit #10000 Includes Mobile Protector Case 

for “Rapid Response” Situations
Watertight deployment case
protects portable MIG welder
and accessories.

Case contains easy open double
throw latches with automatic
pressure equalization valve
and quad-pad lock security.

Mobile Protector Case
Outside Dimensions:
311/2" L x 227/8" W x 187/8" D
Inside Dimensions:
291/8" L x 2011/16" W x 175/8" D
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